
(54) SUPPORTING MECHANISM OF SIDE WASHING BRUSH IN CAR 
WASHING DEVICE 

(11) 62-74754 (A) (43) 6.4.1987 (19) JP 
(21) Appl. No. 6^216319 (22) 30.9.1985 
(71) NISSHINf§EHO)K.K. (72) MINORU KOBAYASHI 
(51) Int. CP. B6CS3/06 

PURPOSE: To make it possible to add abutting pressure of being substantially 
constant on front and rear sides of a vehicle, by swingably supporting bearing 
means, adapted to hold a pair of rotary shafts of right and left side washing 
brushes, by means of a pallalelogram link via shafts, which are horizontal 
and perpendicular to the moving direction of a running frame. 

CONSTITUTION: In a running frame 1, which runs on tracks 25, 25' by means 
of driving wheels 11, IT and follower wheels 12, 12', a pair of right and left 
main swing arms 15, 15' and a pair of right and left sub-swing arms 16, 16 
are supported respectively by pairs of perpendicular shafts 17, 17' and 18, 18'. 
A pair of link elements 14, 14' are supported by perpendicular shafts 19, 19; 
and 20, 20' at respective tip ends of arms 15, 15' and 16, 16' to from 
pallalelogram links. The link elements 14, 14' are adapted to rotatably support 
horizontal shafts 6, 6' held fixedly by bearing means 3, 3', which hold the rotary 
shafts of side washing brushes 2, 2'. Between the arms elongated vertically 
from ends of the horizontal shafts 6, 6', and the link elements 14, 14'. a pair 
of upper and lower compression springs 24, 24' are interposed so as to hold 
the washing brushes 2, 2' such that they are in their vertical positions. 
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